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= (54) Title: SEAT, ESPECIALLY AN AIRCRAFT PASSENGER SEAT, WITH A DATA STORAGE DEVICE AND ASSOCIATED 
■ READING DEVICE 

=== (54) Bezeichnung: SITZ MIT DATENSPEICHER, INSBESONDERE FLUGGASTSITZ, UND ZUGEHORIGES LESEGERAT 
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(57) Abstract: The invention relates to a seat, especially a vehicle seat, preferably an aircraft passenger seat (10, 30), comprising at 
^ least one seat component, such as a seat part (20), a backrest (22) or an armrest (26). As delivered, the seat meets predefined approved 
^ requirements and is correspondingly certified. The inventive seat is characterised in that a data storage device is fixedly disposed on 
^sj at least one seat component. Said data storage device is used to store individual data relating to the service life or certification of the 

O respective seat and/or individual seat components. The inventive seat is further characterised in that the data storage device can be 
electronically read by an external reading device. The invention also relates to an associated reading device 

^ [Fortsetzung auf der nachsten Seite] 
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(57) ZusamHienfassung: Die Erfindung betrifft einen Site, insbesondere Fahrzeugsitz, vorzugsweise Fluggastsitz (10, 30) mit min- 
destens e,ner Sitzkomponente, wie beispielsweise einem Sitzteil (20), einer Riickenlehne (22) oder einer Armlehne (26), wobei der 
Site im Ausheferungszustand vorgegebene Zulassungsvorschriften eifullt.und dementsprechend zertifiziert ist, dadurch gekennzeich- 
net dass an mindestens e,ner Sitzkomponente ein Datenspeicher fest angeordnet ist zum Speichern von individuellen, hinsichtlich 
der Lebensdauer oder der Zertifizierung des jeweiligen Sitzes und/oder einzelner Sitzkomponenten relevanten Daten und dass der 
Datenspeicher von einem externen Lesegerat elektronisch aus lesbar ist, sowie ein zugehoriges Lesegerat 



